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Vrhunski dizajn i pouzdanost
• Uvećana margina dizajna: prvo pouzdanost.
• Certificirana seizmička otpornost.
• Vrhunski i službeno potvrđen MTBF.
• Dugo očekivano trajanje proizvoda.

Servisi bez premca
• Inovativno održavanje zahvaljujući

arhitekturi ”brick”.
• Brzi popravci: 5 puta brži od starih UPS-a.
• Potpuno održavanje prednjim pristupom.

Ugrađena digitalna tehnologija
• IoT spreman uređaj za pristup povezanim

uslugama.
• eWIRE mobilna aplikacija za AR vođenu

instalaciju i izvještavanje.
• SOLIVE UPS mobilna aplikacija za daljinsko

upravljanje i obavijesti o anomalijama.
• Laka integracija u LAN / WAN i virtualno

okruženje.

Vrhunske performanse
• Ulazni faktor snage = 1.0.
• Izlazni faktor snage = 1.0 (kVA=kW).
• Dopuštena preopterećenja : 
- do 102% bez ograničenja. 
- do 110% - 60 minuta, 
- do 125% - 10 minuta,
- do 150% - 1 minuta, 
- >150% - 200ms, 
bez prebacivanja u bypass!
• THDU: <1% (linearni tereti), <6% nelinearni

tereti.

Certificirane performanse

• Potpune performanse do 40°C bez
smanjenja vrijednosti i bez posebnih
uvjeta.

• Ušteda energije - bez kompromisa:
96,5% efikasnost u VFI.

• Do 99% efikasnosti u “ECO” načinu rada.
• Performanse su testirane i provjerene od 
strane TÜV SÜD.

Korisnički i ekološki prihvatljiv
• Ergonomija dizajnirana za pojednostavljenje  

upotrebe.
• Ugrađeni točkići za maksimalnu mobilnost.
• Spreman za nadolazeće ekološke propise.
• RoHS kompatibilan.
• Halogen-free kablovi.
• 25+ jezika dostupno na mimik panelu.

Produženo i fleksibilno vrijeme
autonomnog rada

• Unutarnji inženjering akumulatora
visoke gustoće značajno smanjuje
radnu površinu.

• Interne baterije do 80 kW. 
• Brzo punjenje - čak i za vrlo duge autonomije.
• Spreman za Li-Ion tehnologiju baterija.

MASTERYS GP4
Vrhunska pouzdanost i performanse
od 10 do 160 kVA/kW

> Male & srednje data centre

> Banke

> Medicinske ustanove

> Medicinske uređaje

> Telekom & media
infrastrukture

> Transport

> Kontrolne sobe

Rješenje za: 

> MTBF VFI*: 350,000 sati
* Službeno potvrđeno.

Dizajniran za raspoloživost

Certifikati

MASTERYS GP4 serija je
certificirana u TÜV SÜD za

sigurnost proizvoda       
(EN 62040-1).

Seismička otpornost
MASTERYS GP4 je uspješno

položio teške testove kako bi se
provjerila otpornost na seizmičke

događaje u zoni 4.

Prednosti
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MASTERYS GP4 
Three-phase UPS

from 10 to 160 kVA/kW

System features

• Dual input mains.
• Internal maintenance bypass switch.
• Input mains switch breaker.
• Output switch breaker.
• Auxiliary mains switch breaker.
• Backfeed protection: detection circuit.
• Power walk-in ramp for full compatibility

with generators.
• Normal and long-life battery.
• Common or shared battery for N+1

configuration.

Standard communication features

• User-friendly 7” touch screen with multilingual
colour graphic display (60-160 kVA/kW).

• 2 slots for communication options.
• USB port for downloading UPS report and

log file.
• Ethernet port for service purposes.

System options 

• 3-phase input without neutral.
• Internal backfeed isolation device.
• Common mains coupling bars.
• TN-C grounding system.
• ACS synchronization system.
• IP21 degree of protection.
• Top cabling kit.
• Top ventilation kit.
• Redundant bypass fan.
• Seismic bracing kit.

Communication options

• Dry-contact interface 
(configurable voltage-free contacts).

• MODBUS RTU RS485 or TCP.
• PROFIBUS / PROFINET gateway.
• BACnet/IP interface.
• NET VISION: professional WEB/

SNMP Ethernet interface for secure
UPS monitoring and remote automatic
shutdown.

• REMOTE VIEW PRO supervision software.
• IoT gateway for Socomec cloud services 

and SOLIVE UPS mobile app.
• Remote touch-screen panel.
• User-friendly 7” touch screen with multilingual

colour graphic display (10-40 kVA/kW).

Remote monitoring and 
cloud services

• LINK-UPS: Socomec 24/7 remote monitoring
service connecting your installation to the
nearest Socomec Service Centre.

• SOLIVE UPS: mobile app enabling the
monitoring of the UPS systems from a
smartphone.

Technical data

MASTERYS GP4

Sn [kVA] 10 15 20 30 40 60 80 100 120 160
Pn [kW] 10 15 20 30 40 60 80 100 120 160
Input / output 3/1 • • • - - - - - - -
Input / output 3/3 • • • • • • • • • •
Parallel configuration up to 6 units

INPUT
Rated voltage 400 V 3ph+N (3 wire input also available on demand)
Voltage tolerance 240 V to 480 V
Rated frequency 50/60 Hz ± 10%

OUTPUT
Power factor 1 (according to IEC / EN 62040-3)

Rated voltage 1ph + N: 230 V (can be configured 220/240 V)
3ph + N: 400 V (can be configured 380/415 V)

Rated frequency 50/60 Hz
EFFICIENCY (TÜV SÜD VERIFIED)
Double conversion VFI mode up to 96.5%
Eco Mode up to 99%

BATTERIES
Technologies VRLA, NiCd, Li-Ion Battery

Battery configuration separated or shared
internal - external external

INTERNAL BACK-UP TIME (MINUTES) (1)

Type S4 32 19 13 7 5 -
Type M4 104 62 43 25 18 -
Type T6 - 9 7 -

RELIABILITY (MTBF)
MTBF (VFI) > 350,000 hrs (attested)
MTBF (UPS) > 10,000,000 hrs (attested)

ENVIRONMENT
Operating ambient temperature full performance up to +40 °C (without specific conditions)

UPS CABINET
Type S4 - Dimensions W x D x H (mm) 444 x 800 x 800 -
Type M4 - Dimensions W x D x H (mm) 444 x 800 x 1400 -
Type M6 - Dimensions W x D x H (mm) - 444 x 855 x 1400 -
Type T6 - Dimensions W x D x H (mm) - 600 x 855 x 1930
Weight depends on the number of batteries installed - contact us
Display 3.5” (7” touch option) 7” touch
Degree of protection IP20 (IP21 on demand)
Colours RAL 7016

ADVANCED SERVICE PERFORMANCE
Life extension service programme to avoid end of life
Quick repair 5 times less MTTR than legacy UPS by removable front access parts

STANDARDS
Safety IEC/EN 62040-1, AS 62040.1.1, AS 62040.1.2
EMC IEC/EN 62040-2, AS 62040.2
Performance IEC/EN 62040-3, AS 62040.3
Environmental full compliance with the RoHS EU directive
Seismic compliance on demand, in accordance with the Uniform Building Code UBC-1997 Zone 4
Product declaration CE, RCM (E2376)

(1) Max BUT @ 80% of the load.

Expert services

www.socomec.com/services

Connected services

www.socomec.com/tool
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Superior design and reliability
• Oversized design margin: reliability first.
• Certified seismic resistance.
• Superior and officially attested MTBF.
• Long product life expectancy.

Unrivalled serviceability
• Innovative maintenance thanks to brick

architecture.
• Rapid repairs: 5 times faster than legacy UPS.
• Totally front access maintenance.

Embedded digital technology
• IoT ready device for access to connected

services.
• eWIRE mobile app for AR guided installation

and reporting.
• SOLIVE UPS mobile app for remote control

and anomaly notification.
• Easy integration in LAN/WAN and virtual

environments.

Certified performance
• Full performance up to 40 °C without

derating and without specific conditions.
• Energy savings - without compromise: 

96.5% efficiency in VFI.
• Up to 99% efficiency in “ECO” mode.
• Performance tested and verified by TÜV SÜD.

User and environmentally friendly
• Ergonomics designed to simplify usage.
• Ready for upcoming eco-regulations.
• RoHS compliant.
• Halogen-free cables.
• 25+ languages available on the mimic panel.

Extended and flexible back-up time
• High density internal battery engineering

reduces footprint significantly.
• Internal battery up to 80 kW included. 
• Fast recharge - even for very long back-up time.
• Li-Ion battery technology-ready.

MASTERYS GP4
Superior reliability and performance
from 10 to 160 kVA/kW

> Small & medium-sized data
centres

> Banks
> Medical facilities
> Medical devices
> Telecom & media

infrastructure
> Transport
> Control rooms

The solution for

> MTBF VFI*: 350,000 hrs
* Officially attested.

Designed for availability

Certifications

The MASTERYS GP4 series
is certified by TÜV SÜD with

regard to product safety
(EN 62040-1).

Seismic resistent
The MASTERYS GP4 units have

successfully passed severe
tests to verify their resistance to

withstand Zone 4 seismic events.

Advantages
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MASTERYS GP4 
Trofazni UPS od

od 10 do 160 kVA/kW

Osobine sistema
• Dvostruka ulazna mreža
• Interni ručni bypass
• Prekidač ulazne mreže.
• Prekidač izlazne mreže
• Prekidač pomoćne mreže (aux)
• Zaštita od povratnog napona:  

detekcijsko kolo
• ”Power walk-in” za potpunu kompatibilnost s

generatorima.
• Normalne i baterije dugog životnog vijeka.
• Uobičajene ili zajedničke baterije za

konfiguraciju N +1.

Standardne komunikacijske
osobine

• 7-inčni zaslon osjetljiv na dodir s
višejezičnim grafičkim zaslonom u boji
(60-160 kVA / kW).

• 2 utora za komunikacijske opcije.
• USB priključak za preuzimanje UPS

izvještaja i datoteke dnevnika.
• Ethernet port za potrebe servisa.

Opcije sistema

• 3-fazni ulaz bez nule.
• Interni uređaj za povratnu izolaciju.
• Mostovi za zajedničku ulaznu mrežu.
• TN-C sistem uzemljenja.
• ACS sinhronizacijski sistem.
• IP21 stepen zaštite.
• Kit za kabliranje odozgo.
• Kit za ventilaciju odozgo. 
• Redundantni ventilator bypass-a.
• Komplet za seizmičko učvrščivanje.

Komunikacijske opcije

• • Interface sa suhim kontaktima + EPO
• MODBUS RTU RS232/485 ili TCP.
• PROFIBUS / PROFINET gateway.
• BACnet/IP interface.
• NET VISION: profesionalni WEB/SNMP

interface za nadzor UPS-a i upravljanje
shutdown-om za nekoliko operativnih
sistema.

• REMOTE VIEW PRO supervision
software.

• IoT gateway za Socomec cloud servise i   
SOLIVE UPS mobile app.

• Daljinski panel osjetljiv na dodir.
• 7-inčni zaslon osjetljiv na dodir s

višejezičnim grafičkim zaslonom u
boji(10-40 kVA/kW).

Daljinski nadzor i cloud servisi

• LINK-UPS, usluga daljinskog nadzora
koja spaja Vaš UPS na Socomec centar
za održavanje 24/7.

• SOLIVE UPS: mobilna aplikacija
omogućava nadzor UPS sistema
preko pametnog telefona.

Tehnički podaci

MASTERYS GP4

Snaga [kVA] 10 15 20 30 40 60 80 100 120 160
Snaga [kW] 10 15 20 30 40 60 80 100 120 160
Ulaz / izlaz 3/1 • • • - - - - - - -
Ulaz / izlaz 3/3 • • • • • • • • • •
Paralelna konfiguracija do 6 jedinica

ULAZ

Nominalni napon 380/400/415 V 3f+N (podesivo na LCD ekranu) 

Tolerancija napona 240 V do 480 V

Nominalna frekvencija 50/60 Hz (od 40 do 70Hz)

IZLAZ

Faktor snage /cos fi 1.0 (prema IEC / EN 62040-3)

Nominalni napon
1f + N: 230 V (podesivo 220/240 V na LCD ekranu)
3f + N: 400 V (podesivo 380/415 V na LCD ekranu)

Frekvencija 50/60 Hz

EFIKASNOST (TÜV SÜD VERIFIKOVANO)

Dvostruka konverzija (VFI mode) do 96.5%

Eco Mode do 99%

BATERIJE

Tehnologije VRLA, NiCd, Li-Ion Baterije

Baterijske konfiguracije odvojene ili dijeljene
interne - eksterne eksterne

AUTONOMIJA SA INTERNIM BATERIJAMA (MINUTE) (1)

Tip S4 32 19 15 7 5 -
Tip M4 104 62 45 25 18 -
Tip T6 - 9 7 -

POUZDANOST (MTBF)

MTBF (VFI) > 350,000 h (potvrđeno)

MTBF (UPS) > 10,000,000 h (potvrđeno)

OKRUŽENJE 
Radna temperatura / nivo buke pune performanse do +40°C (bez posebnih uvjeta) / <52dB

UPS CABINET

Tip S4 - Dimenzije WxDxH (mm) 444x800x800 -

Tip M4 - Dimenzije WxDxH (mm)  444x800x1400 -
Tip M6 - Dimenzije WxDxH (mm) - 444x855x1400 -
Tip T6 - Dimenzije WxDxH (mm) - 600x855x1930

Težina ovisi o broju ugrađenih baterija - kontaktirajte nas

Displej 3.5” (7” osjetljiv na dodir opcija) 7” osjetljiv na dodir

Stepen zaštite IP21

Boja RAL 7016

NAPREDNE PERFORMANSE USLUGE

Produženje životnog vijeka servisni program za izbjegavanje kraja života

Brz popravak 5 puta manji MTTR od prethodnih UPS popravkama sa prednje strane

STANDARDI

Sigurnost IEC/EN 62040-1, AS 62040.1.1, AS 62040.1.2

EMC IEC/EN 62040-2, AS 62040.2

Performanse VFI-SS-111, IEC/EN 62040-3, AS 62040.3

Okruženje potpuna kompatibilnost RoHS EU direktive

Seizmčka kompatibilnost na zahtjev, u skladu sa Uniform Building Code UBC-1997 Zone 4

Deklaracija proizvoda CE, RCM (E2376)

(1) Max BUT @ 80% tereta.

Expert usluge

www.socomec.com/services

Povezane usluge

www.socomec.com/tool

SICON SAS d.o.o.
Čaklovići 26, 75000 Tuzla, Bosna i Hercegovina

tel:00 387 35 300 700 -centrala, 300 701 - prodaja, fax 300 710, 300 711
e-mail: info@sicon.ba   /   www.sicon.ba


